


MODELS LMF-12, TP-16 & TP-18 SPECIFICATIONS

Model:........... LMF-12, TP-16 & TP-18 (STANDARD 2 STAGE ARMS) (OPTIONAL 3 STAGE ARMS)
Capacity: .o LMF-12: 12,000 lbs. [5443.11 Kgl

TP-14: 14,000 lbs. [7257.49 Kg|

TP-18: 18,000 lbs. [8154.66 Kgl W T
Lifting Speed:.........cooviiiiniciic i &0 seconds [faster with lighter load]
Motor Rating:.........cociiiiniiinnnn 4 HPf208-230V, Single-phase (3@ optionall u |
Synchronization: ............................. Hydraulic fluid displacement using no

chains, cables, or overhead obstructions f————120 [3.05]
Arm Pad Height:........o.ooooooiiniiiciiinnn 57 [12.7 eml] min.
Lifting Heights .....c.oooeriiiiiin e &' [1.83 m] under arm T m
Arm Pad Height @ Full Rise:............... &'5"[1.96 m] ‘_ﬂ_" 7 180
Max. Arm Pad Height with Adaptors: ... 7'3" [2.21 m) in 73 5‘ . [4.57]
Overall WIdth: . ..............oovooveveererereenen 12' 744" [3.85 m [adjustable] 103 [1.85] ST0
Width Between Posts: 10° [3.05 m) (adjustable] [2.62] | {2527 > {:‘asj
Width Between Lifting Arms: g 9u" [2.6% m] |adjustable] E | |
Column Height:. ... e 8 7" (2.62 m) 1 = :] I —L
Max. Cylinder Height: ... 136" 1411 m) i };égfﬁ Jope ffgéi,‘;
Overhead Hydraulic Line Height:......... 15" [4.57 m| Standard |adjustable to

151.5 [3.85]

SHOWN WITH ADJUSTABLE HEIGHT
Welghts. ..o, LMF-12; 3100 Lbs. [1406.13 Kg] OVER—HEAD STEEL HYDRAULIC LINES.
TP-14: 3400 Lbs. [1632.96 Kgl

accommodate any height ceiling or
routed in-floor]

TP-18: ?‘?UD lbs. [176%.01 I_(g] 105.8 [2.69] i B
Concrete Floor Requirements: ............ 4000 psi (27579.02 kPa| mix &%~ . i ¥

116.51 cm] depth I @ 55.2
Anchoring System: Included ............... [18] #"x&" [1.91x15.24 cm] bolts 60.2 || [1.66]
Mechanical Safety Locks: ...........ccoc. Automatic; multi-position starting @ [1.55] 3

2" [12.7 cm] off the floor
Hydraulic Safety Syst Ai li]ll iti | o7 X

ydraulic Safety Systems: ............... utematic; all position
Swing Arm Restraints: Automati , ' 54 wiax %0565
ng Arm Restraints: ..................... utomatic upon ascen [1.37] [.92]

Cylinders: ... 211 per column] % 130.3
Drive SYSIeM:. oo Direct drive [using no cables or chains o [3.31]
5" Frame Adaptors [stackablel: ......... & included as standard equipment
74" Frame Adaptors [stackable): ........ 4 included as standard equipment —_— i
10" Frame Adaptors [stackable):......... 4 included as standard equipment UNITS: INCHES [METERS]
Steel Carriage Bearings:.................... 18] 4" [10.16 em) diameter . Slaqe arma three

|B per carriage| double sealed, self- EM

lubricating ball bearing rollers ARCAT ....- ‘ S W LMF-12
Floor Access Between Posts:............ Clear and unobstructed whww. mohawklifts.com/specs Specifications subject to change without natice
Warranty: . ... 25 years structural, 10 vear mechanical,

plus limited lifetime cylinder seal warranty

For more detailed product
information read this book at
www.mohawklifts.com/wmamam

"Mahawh a Mohawle?

Mohawk builds the best products with the finest materials, to the highest standards. Just
compare our Lifts. Dur staff will assist you with a fleet evaluation, design assistance and
answer any technical questions you have. We invite your calls.

'&“xFlndIlMl.Mlm

«".facebook

www.facebook.com/mohawklifts

Mohawk lifts are manufactured in compliance with the following standards:
ALL ANSI, ASME, AlSI, ASTM, ASA, MEC, AWG, NEMA.

MEETS CURRENT NATIONAL ANSI CODE FOR LIFTS.

IN ALL 50 STATES

AVAILABLE UNDER H :
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